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Abstract 

Per a decade and a haJf GPS Common-View t h e  transfer has greatly sewed the needs of primav 
t h i n g  labaatwies far regular intercomparisons of remote atomic clocks. However, GPS as a one- 
way k&nique has naluml limits and may not nud all chaUenges of the comparison of the coming 
MY generatiam of atomic clocks. Wo-Way SateUite Time and Requenq l b w f e r  (TWSTFT) is 
a promising technique which may successfuUy complement GPS. For huo yerus, regular IWSTFT's 
have been performed between eight hbomtories situated in bath Europe and North Aolrricrr, using 
lNTELSAT sat&es. Thu  has enabled an Ldensive direct comparison lo be made between these two 
high perfarmanse time-transfer methods. The performance of the TWSTFT and GPS Common-View 
~ o d r  are compared over a.number of time-transfer links. These links use a variety of time-humfer 
hardware and atomic clacks and have bnselines of substantially different Iengths. The refalive merits 
of the two time-transfer systems are discussed. 
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INTRODUCTION 

The performance of atomic clocks maintained at primary timing laboratories have improved 
considerably in recent years. There is now a challenge to develop suitable time and frequency 
transfer methods to exploit this improved performance. The standard method of intercomparing 
clocks conmbuting to International Atomic Time (TAI) is by common-view of Global Positioning 
System (GPS) satellites[ll. Tho-Way Satellite Time and Frequency lfansfer (TWSTFT) has in 
recent years been developed as an alternative time and frequency transfer methodpl. TWSTFT 
as a two-way time-transfer method, offers many potential advantages over the existing one-way 
methods. Due to the symmetrical nature of the TWSTFT method, several sources of systematic 
errors are either eliminated or greatly reduced. These include errors associated with Earth 
station and satellite positions along with ionospheric and tropospheric delay errors. The use of 
directional antennas and high frequency transmissions enables low power transmissions to be 
made with relatively high carrier-to-noise ratios, resulting in high precision measurements. The 
downside is that TWSTlT instrumentation is somewhat more expensive. Satellite time must 
also be purchased on a commercial geostationary satellite. 

In this paper, a detailed study is presented of the comparison between regular 
TWSTFT and GPS common-view measurements. Measurements have been included from five 
European laboratories recorded over a period of two years. The (TWSTFT-GPS) differences 
obtained from each link were examined. Values of u8 were calculated from the TWSTFT 
and GPS time transfers and also from the (TWSTFT-GPS) differences. Comparisons were 
made against u* values calculated from w-located atomic clock comparisons performed at NPL. 
Finally, discrepancies between the TWSTFT and GPS time transfers are explained in terms of 
changes in both instrumentation and environmental conditions at each laboratory. 

METHOD 

The international TWSTFT field trial e eriment has been performed during the last two years "P using an INTELSAT satellite at 307"E[3 . Six European and two North American laboratories 
have been participating in this experiment. The instrumentation used at each location has 
been descriied previously[U]. The results presented in this paper have been obtained from 
interwmparisons of data from five of the European Laboratories. These were the Technical 
University Graz, Graz, Austria (TUG), National Physical Laboratory, Teddington, UK (NPL), 
Van Swinden Laboratorium, Delft, the Netherlands (VSL), Forschungs- und Technologiezentrum, 
Deutsche Telekom, Darmstadt, Germany (FTZ), and Phydkalisch-Technische Bundesanstalt, 
Braunschweig, Germany (PTB). The atomic clocks and TWSTFT Earth station instrumentation 
used at each location are summarized in Table 1. The provision of cost-free time by INTELSAT 
enabled the TWSTFT measurements to take place. Initially the INTELSAT (VA-F13) satellite 
at 307"E was used, but this was replaced by the INTELSAT (VII-F6) satellite. A schedule 
of TWSTlT measurements has been performed three times per week, with each individual 
time transfer lasting for five minutes. GPS measurements were made aamrding to the BIPM 
International GPS common-view schedules 22, 23, 24, and 25. All GPS time receivers involved 
in this study are singlechannel, CIA code, NBS-type. 

DATA ANALYSIS 

The TWSTFT and GPS data sets are fundamentally different. The TWSTFT data consist of 
spot measurements of five minutes duration made every two or three days. In contrast, the GPS 



readings are obtained from the mean of a series of up to 60 thirteen-minute measurements, 
spread throughout two days. The noise within a five-minute TWSTFT time time transfer is 
substantially lower than the noise within a block of 13-minute GPS data. Underlying both sets 
of measurements are the variations of the atomic clocks. These short- and medium-term clock 
variations are small in the case of the hydrogen maser, but significantly larger in the case of 
commercial cesium clocks. 

TWSTFT measurements were made on Mondays, Wednesdays, and Fridays. This measurement 
schedule resulted in a regular but unevenly spaced data set. A simple algorithm has been 
developed to calculate a good approximation to a,[61 under these conditions. This algorithm 
has been successfully implemented. 

Time transfers were computed using the GPS common-view method for the period MJD 
(49354-49950). During this period the Block I1 satellites were permanently subjected to 
Selective Availability (SA), so strict common-views were required to remove the effect of the 
SA clock dither. All common views retained for this study fulfilled the following conditions: 15 
s common-view tolerance, 765 s minimum duration of the track, 2 8  minimum elevation angle 
for satellites. The 15 s tolerance for common-views was necessitated by a fault in the NBS 
type receivers which begin observations 15 s later than scheduled. There were between 25 to 
40 common-view tracks per day fulfilling these conditions. Values of the common-views were 
computed for the midpoints of the tracks. The coordinates of the GPS ground antenna were 
expressed in the ITRF88 reference frame with uncertainty ranging from 10 cm to 30 cmf71. 
The coordinates for NPL, VSL, and FTZ were newly determined and the GPS data were 
corrected in post-processing. The distances between European time laboratories range from 
a few hundred kilometers to about one thousand kilometers. During the GPS common-view 
time transfer the errors due to broadcast satellite ephemerides, ionospheric, and tropospheric 
delays, are reduced to the level of 1 ns or lower[a21. Therefore, there is no need to use 
post-processed precise ephemerides and measurements of ionosphere and troposphereIlol. For 
each link, a Vondrak smoothing was performed on the values UTC(Lab1)-UTC(Lab2), which 
acts as a low-pass filter with a cut-off period ranging from 0.5 day to 2 days depending on the 
pair of IaboratoriesIlll. Those cut-off periods have been chosen as being approximately the limit 
between the short time intervals, where the measurement noise is dominant, and the longer 
intervals where the clock noise prevails. Finally, the smoothed values were interpolated for the 
occurrence of the TWSTFT measurements. The Vondrak smoothing method is illustrated in 
Figure 1. The "cloud" of GPS data points are shown, along with the curve resulting from the 
smoothing. The GPS links were differentially calibrated with an uncertainty of about 2 nsfl21. 

RESULTS 

Curves of the (PTB-NPL) time transfer made over a two-year period are shown in Figure 2. 
The offset between the two curves is due in part to the delay asymmetries of the TWSTFT 
instrumentation not being calibrated, and in part to an offset of 150 ns being added to clearly 
separate the two curves. Curves of the (TWSTFT-GPS) differences are shown in Figures 3, 4, 
and 5. Values of as calculated for both the TWSTm and GPS Common-View time transfers 
and (TWSTFT-GPS) differences are shown in Table 2. a, values were calculated with averaging 
times (7)  of 2.3, 4.7, and 7 days. 

Several trends emerged. There is good agreement in the shape of the time-transfer curves 
obtained using the TWSTFT and GPS common-view methods. Values of the standard deviation 
calculated from the (TWSTFT-GPS) differences are shown in Table 3, both for the complete 
data set and for a sub-section. Outlying points that deviated substantially from the mean value 



were removed before calculating the standard deviation using the points shown in Figures 3-5. 
The NF'L-TUG differences exhibited the lowest standard deviation when calculated over the 
whole period. In order to compare (TWSTFT-GPS) differences over shorter periods, standard 
deviations have been calculated from subsets of the data which are free from rapid delay 
changes. The results obtained were encouraging. Standard deviations of between 1.4 ns and 
2.7 ns were obtained over periods ranging from 70 to over 300 days. The most stable operation 
occurred on the (PTB-NPL) link, where a standard deviation of 1.4 ns was obtained for the 
(TWSTFT-GPS) differences over a period of 350 days. 

Values of o, were calculated from TWSTFT, GPS, and (TWSTFT-GPS) data sets that contained 
only data collected on the same UTDs. When data were missing from one data set, the 
corresponding data were removed from the other data sets before processing. Any discrete 
delay steps occurring due to known instrumentation changes were removed before the 0, values 
were calculated. Large discrete delay steps of amplitude 20 ns and 30 ns were removed from 
the FTZ data sets before calculating o,. These steps occurred only occasionally within a data 
set and were not typical of the data scatter. Values of o, varied considerably between the 
TWSTFT links. The (PTB-NF'L) time transfer was the most stable link. These results were 
attributed to the use of an active Sigma Tau hydrogen maser at NPL and the Primary Cesium 
clock (CS2) at PTB compared with the use of commercial HP5071A cesium clocks at the other 
laboratories. With averaging times (7)  of 2.3 days or longer, the principal instability contributing 
to the o, values was clock noise. This is explained below. 

For a given time transfer, values of o, were in almost all examples lower for the GPS common- 
view measurements when compared against the TWSTFT measurements. In most cases, the 
difference in o, values was quite small, but clearly significant. This difference was particularly 
noticeable on the most stable (PTB-NPL) link, with an averaging time (7) of 2.3 days. In almost 
all examples, the values of o, obtained from the (TWSTFT-GPS) difference were significantly 
lower than the o, values obtained from the individual time transfers. This again indicated 
that the major contribution to the time transfer oy values is from clock noise. A significant 
proportion of this noise cancels in the (TWSTFT-GPS) differences, due to the partial elimination 
of noise from the clocks. 

Despite the lower o, values obtained from the GPS time transfers, the conclusion should not 
be drawn that the GPS common-view method offers the best technique for clock comparison. 
The lower u, values may be due to the choice of TWSTFT and GPS measurement schedules, 
rather than to an intrinsically higher accuracy of the GPS method. The o, values obtained 
from a TWSTFT are calculated from "spot" five-minute readings, made either two or three 
days apart. In contrast, the cry values obtained from a GPS common-view time transfer are 
calculated from "weighted means" of up to two days' data, with approximately thirty satellite 
readings contributing to each day's data. o, values calculated from these mean values will be 
lower even in the case where two perfect time-transfer systems are used. 

To illustrate the above point further, co-located clock comparisons have been made between two 
HP5071A commercial cesium clocks and an active hydrogen maser at NPL. One hundred days 
of measurements have been examined. Values of o, obtained from the comparisons are shown 
in Table 4, using averaging times (7) of 2, 4, and 8 days. The u, values were calculated from 
single readings, from the mean of 48-readings taken over the two days, and from the (single 
reading - mean readings) differences. The results show the advantage of taking measurements 
throughout the 48-hour period. With a two-day averaging time, the o, values calculated from the 
mean readings were substantially lower than the o, values calculated from the sjngle readings. 
The values of o, obtained from the co-located measurements were comparable with, and only 
slightly lower than, the o, values obtained from the TWSTFT and GPS time transfers. These 



results suggest that a large fraction of each time transfer U, value is due to clock noise. These 
results also show that the differences between the a, values obtained from the TWSTFT and 
GPS common-view systems is most likely to be due to the choice of measurement schedule, 
rather than any intrinsically better delay stability of the GPS system. 

Plots of (TWSTFT-GPS) differences show several trends. There are delay steps of several 
nanoseconds occurring within some of the instrumentation. Several, but not all, of these 
delay changes are associated with known delay changes of either the GPS or the TWSTFT 
instrumentation due to hardware replacement. Periodic delay changes with an annual period 
occur within the (VSL-NPL) differences. Temperature-dependent delay changes have been 
observed in previous studies of (TWSTFT-GPS) differences[*I. 

DISCUSSION 

There are several possible improvements that may be made to both the TWSTFF and GPS 
common-view time-transfer systems used in this experiment. Neither the 
TWSTFT system nor the GPS system are presently operating using optimum hardware. The 
GPS system may benefit from the use of dual-frequency multichannel receivers, which make 
optimum use of the available GPS signals. Work has already been performed to improve the use 
of the GPS system for time transfer by, for example, better satellite ephemeris determination, 
improved Earth station coordinate determination, ionospheric measurement, and tropospheric 
modelling. The main limitation to the performance of the common-view GPS method is the 
delay stability of the receiver instrumentation. The TWSTFT system may benefit from the 
use of more recently designed modems. Further improvements may be obtained from the 
optimization of the Earth station instrumentation to minimize the delay instabilities. Satellite 
simulators may be used to measure the Earth station delay asymmetries during a TWSTFT 
measurement session. 

The values of a, obtained using both the TWSTIT and GPS systems have been limited by the 
performance of the cesium atomic clocks at most locations. A parallel TWSTFT experiment 
has been taking place between Europe and North America. The combination of longer baseline 
time transfers and the possibility of operating with active hydrogen masers at both locations 
should make the study of these links of considerable interest. It will be of particular interest 
to examine the effects of ionospheric corrections, and precise ephemeris corrections applied to 
the GPS measurements, made over these relatively long links. 

CONCLUSIONS 

TWSTFT and GPS wmmon-view methods have been shown to be capable of providing high- 
precision time transfers. Values of U,(T = 2.3 days) as low as 1.3 x lo-" and 1.8 x lo-=' have been 
reported for GPS common-view and TWSTm respectively. This difference in u, values has 
been attniuted to the behavior of the clocks when interrogated using the different measurement 
periods used by the two systems. Periodic delay changes of period one year were also observed. 
These changes correlated with outdoor temperature variations. Further work is required to 
obtain the optimum performance from both systems. 



ACKNOWLEDGEMENTS 

This work has been supported under the UK National Measurement System Program for Time 
and Frequency. The work has also been funded by grants from the Austrian Academy of 
Science and the Jubilee fund of the Austrian National Bank. 

REFERENCES 

[I] W. Lewandowski, and C. Thomas 1991, "GPS Time Tmnsfer," Proc. IEEE, Special Issue 
on Time and Frequency, 79, 991-1000. 

[2] D. Kirchner 1991, "Two- Way Time Tmnafer Via Communication Satellites, ' Proe. IEEE, 
Special Issue on Time and Frequency, 79, 983-990. 

[S] J.A. Davis, P.R. Pearce, D. Kirchner, H. Ressler, P. Hetzel, A.S. Sijring, G de Jong, P. 
Gmdler, F. Baumont, and L. Veenstra 1995, "European Two- Way Satellite Time lPransfer 
Ezperiments Using the INTELSAT (VA-FlS) Satellite at SOTE, " IEEE 'bans. Instr. Meas., 
44, in press. 

[4] J.A. DeYoung, WJ. Klepczynski, A.D. McKinley, W. Powell, P. Mai, A. Bauch, J.A. Davis, 
P.R. Pearce, E Baumont, P. Claudon, P. Gmdler, G. de Jon& D. Kirchner, H. Ressler, A. 
!%ring, C. Hackman, and L. Veenstra 1995, "The 1994 International rrcLnaatlantic Two- Way 
Satellite Time and *ueney !lturcsfer Ezperiment: Pdiminary Results, " Proceedings of the 
26th Annual Precise Time and Time Interval (PTTI) Applications and Planning Meeting, 
6-8 December 1994, Reston, Virginia, pp. 39-49. 

[a] J.A. Davis, P.R. Pearce, D. Kirchner, H. Ressler, P. Hetzel, A. Wring, G. de Jong, P. 
Gmdler, E Baumont, H. Ressler, and L. Veenstra 1994, "Two- Way Satellite Time Tmnsfer 
Ezperiments Between Siz Eurupean Labomtories Using the INTELSATfVA-F1S) Satellite," 
Proceedings of the 8th European Frequency and Time Forum (EFTF), March 1994, 
Germany, pp. 296-316. 

[6] J.A. DeYoung, J.A. Davis, D. Kirchner P. Hetzel, A. Bauch, and A. McKinley 1995, "Some 
Operational Aspects of the International Two- Way Satellite Time Tmnafer Ezperiment, Using 
the InteLsat Satellite at S L J ~ ~ E , "  Proceedings of the 27th Annual Precise Time and Time 
Interval (PTTI) Applications and Planning Meeting, 29 November-1 December 1995, San 
Diego, California, in press. 

[q W. Lewandowski 1992, "World- Wide Unification of Gmund-Antenna Cooniinatw for Ultm- 
Accurate GPS Time Tmnafer, " Proc. Journees Spatiaux Temporab, Observatoire de 
Paris, pp. 142-147. 

[a] D. Kirchner, and C. Lentz 1994, "lhpospheric Comectiona to GPS Measurements Using Lo- 
cally Measured Meteorological Pammeters Compared With Geneml lhpospheric Comctions, " 
Proceedings of the 25th Annual Precise Time and Time Interval (F'lTI) Applications 
and Planning Meeting, 29 November-2 December 1993, Marina del Rey, California, pp. 
231-248. 

[s] W. Lewandowski, G. Petit, and C. Thomas 1990, "Preewion and Aecumcy of GPS Time 
!ltunafer, " IEEE 'haus. Instr. Meas., 42, 474-479. 



1101 W. Lewandowski, and M A  Weiss 1990, "The Use of Precise Ephemerides for GPS Time 
Zhznsfer," Proceedings of the 21st Annual Precise Time and Time I n t e d  (PTTI) Ap- 
plications and Planning Meeting, 28-30 November 1989, Redondo Beach, California, pp. 
95-106. 

Ill]  J. Vondrak 1969, "A Contribution to the Prublem of Smoothing Observat io~l  Data,' Bull. 
Astron. Inst. Czech., 20, pp. 349-355. 

p2) W. lewandowskj, and F. Baumont 1995, "Determination of the Dif fe~nt ial  Time C o r n t i o m  
Between GPS Time Equipment Located at the Obseruatoire de Paris, Paris, h n c e ,  the Ob- 
servatoire de la Cdte dlAzur, Grosse, hnce, the National Physieol Laboratory, Teddington, 
United Kingdom, the Van Swinden Laboratorium, Delft, the Netherlands, the Physikalbch- 
Technische Bundesanstalt, Bmunschweig, Germany, the Forschungs- und Technobp'ezentrum, 
Dannstadt, Germany, and the Technical University, G m ,  Austria, " Report BIF'M-94/12. 

[ly D. Kirchner, H. Ressler, P. Grudler, E Baumont, C. Veillet, W. Lewandowski, W. Hanson, 
W. Klepczynski, and P. Uhrich 1993, "Comparison of GPS Common- View and Two- Way 
Satellite Time Z h ~ f e r  Over a Baseline of 800 km," Metrologia, SO, 183-192. 



Table 1 Atomic clocks and TWSTET instrumentation. 

Table 2 Values of a, calculated from T W S m  and GPS time transfer and (TWSTFT-GPS) 8 

differences. 



Table 3 Standard deviations calculated from the (TWSTFT-GPS Common-View) 
differences. 

Table 4 a, values calculated from co-located measurements made at NPL 

Maser = Sigma Tau Hydrogen Maser 
123 = HP5071A High performance clock 
404 = HP5071A Standard clock. 
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